
 CODE: MBK09-020PA-DF

 ERP: 0135212

Portable

Fire  2Kg Dry Powder ABC 40% with one seam vessel Pressure Gauge Safety Release Valve. - 

metallic bracket included   

CHARACTERISTICS

Capacity 2Kg

ABC40%

-30 to +60 °C

Max Allowable Pressure 18 bar

Test Pressure 27 bar

Volume of Equipment 2,4 lt

Cylinder Height 310±5 mm

Cylinder Diameter 110±1 mm

Cylinder Neck Thread M30x1,5

Valve Material HPb59-1 (Nickel Plated)

Cylinder Material DC01 (St12)

Safety Valve 19-26 bar

Approx. gross Weight 4 kg

Approx. Dimensions 385x120x120 mm

Paint Finish RAL3000

Packaging Details 6 pcs.

FACTORY: AKROTIRI, CHANIA, P.C. ϳϯϭϬϬ, ΤEL. +ϯϬ ϮϴϮϭϬϲϯϮϮϮ, FAX: +ϯϬ ϮϴϮϭϬ ϲϲϮϲϬ
CENTRAL EXHIBITION: ϵϲ-ϵϴ M. MPOTSARI str. P.C. ϳϯϭϯϲ, CHANIA, GREECE, ΤEL. +ϯϬ ϮϴϮϭϬ ϵϭϱϲϭ, FAX +ϯϬ ϮϴϮϭϬ ϵϭϲϰϰ
ATHENS DISTRIBUTION CENTER: MAGOULA - ASPROPIRGOS, P.C. ϭϵϯϬϬ, ΤEL. +ϯϬ ϮϭϬ ϰϲϭϰϬϬϲ, FAX +ϯϬ ϮϭϬ ϱϱϵϱϵϴϲ
N.GREECE DISTRIB. CENTER: ϴ ARKADIOU str. KALOCHORI - THESSALONIKI, P.C. ϱϳϬϬϵ, ΤEL. +ϯϬ ϮϯϭϬ ϳϴϱϲϲϴ, FAX +ϯϬ ϮϯϭϬ ϱϳϰϳϵϯ
CENT. & EAST CRETE DISTRIB. CENTER:  P' str. INDUSTRIAL ZONE OF HERAKLION - CRETE, P.C. ϳϭϲϬϭ, ΤEL./FAX +ϯϬ ϮϴϭϬ ϯϯϯϭϱϭ

www.mobiak.gr

Issue Date: Ϯϵ/ϭϬ/ϮϬϭϴ

Fire Raings 13A  89B  C
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